
Konfiguration HB9XQ  11.12.2008 
 
 
                     ALLBAND                                              BROADBAND          2M VERTIKAL 
                    
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

   Landstuhl                                                                               
46°54’01,35 N  007°19’26.13E 

        46,8953 / 7,3194  JN36PV 86 UB 
                                         700m G51 + PNE 
 
                                        Coax-Fused-Dirsk                                     Neuenegg 

                                                                                                46°53’43,01 N  007°19’09.81E 
        46,8953 / 7,3194  JN36PV 84 IU 

 
 
 
 
 
                                                                                                                      
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

ICOM-706 
HB9XQ-6 

 
  3610 kHz 

  7041.5 kHz 
14109 kHz 
21116 kHz 
28315 kHz 

 

ICOM-706 
HB9XQ-3 

 
   3606 kHz 
   7040,5 kHz 
14102 kHz 
21112 kHz 
28305 kHz 

 
PTC2net 

 
PTC2net 

 

 
PTC2net 

 

 
HUB   

 
 

PC LINUX 
 

 
KEYMILE 
Music100 

 
 
 

SERV. LINKSYS 
 
  

 
KEYMILE 
music100 

Switch  
Planet 

 
ADSL NETOPIA 

 

 
 

PC XP 
 

ICOM-706 
HB9XQ-7 

 
 

145.300 MHz 
    
 

ICOM-706 
HB9XQ-4 

 
    

RESERVE 

 
PTC2net 

 


